% ..-.| RUBBER, COMPOSITE HOSE & DUCTING

470 | Flexible Ducting

Silverflex Low | Med | High

Part No.: SFD Flexibility OO‘

Colour: Silver Grey

Construction: Polyester Coated In Neoprene Rubber Cycle Life
Reinforcement: Galvanised Steel Strip Pressure Rating
Size Available: 2" - 14"
Temperature: 0°C +120°C

Chemical Resistance

Wall Thickness

Construction

Use:

Silverflex is manufactured with a helically
formed internal crimped galvanised steel
strip. The material is a polyester which is
coated in neoprene rubber. Great for
air-conditioning and suction of air, welding
fumes and light dust.

Nominal Dia. Min. Bend Radius Coil Length
Part Number

Inches 1.D (mm) mm m

SFD-51 2" 51 102 10

SFD-76 3 76 152 10
SFD-102 4" 102 204 10 o
SFD-127 5 127 254 10 -
SFD-152 6" 152 304 10 (o))
SFD-178 7" 178 356 10 0

SFD-203 8" 203 406 10
SFD-229 9" 229 458 10 =
SFD-254 10” 254 508 10 O
SFD-305 12" 305 610 5 .

SFD-356 14" 356 712 5
™M
o

Applications
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QLD Ph: +617 5593 4292 | WA Ph: +618 9468 2840  Email: salesqld@hoseflex.com.au | saleswa@hoseflex.com.au  Web: www.hoseflex.com




